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Betreiber B 
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Network (RAN) 
Betreiber A 
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N) ) 



1 ... CORE NETWORK OPERATOR A 
2 ... CORE NETWORK OPERATOR B 

3 ... IU INTERFACE OR A INTERFACE 

4 ... RADIO ACCESS NETWORK (RAN) OPERATOR B 
6 ... RADIO ACCESS NETWORK (RAN) OPERATOR A 

(57) Abstract: The invention relates to a method for mobile radio suppliers to provide or share or jointiy use a mobile radio access 
network. Said method is characterized in that a single radio access network (9; 12), which is operated according to UMTS standard, 
cdma2000 standard, or GSM standard, for example, is jointly used by several mobile radio suppliers. In order to do so, the mobile 
radio networks comprise a common radio access network but separate core networks. Preferably several PLMN IDs are transmitted 
by the common radio access network and are made available to the user terminal for selection. The inventive method allows a joint 
radio access network to be made accessible to different mobile radio suppliers, a mobile radio user selecting one of several transmitted 
preferably PLMN IDs and using services (CS or PS) via the associated core network of the selected mobile radio operator. 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur Bereitstellung bzw. Teilung oder gemeinsamen Nutzung eines 
Mobilfunk-Funkzugangsnetzwerkes durch mehrere Mobil funkanbieter, dadurch gekennzeichnet, dass ein einziges Funkzugangsnetz 
(9; 12), bei spiel sweise nach UMTS-, cdma200O- oder GSM-Standard, durch mehrere Mobilfunkanbierter gemeinsam genutzt wird. 
Hierzu weisen die Mobilfunknetze ein gemeinsames Funkzugangsnetz aber separate Kernnetze auf. Von dem gemeinsamen Funk- 
zugangsnetz werden vorgzugsweise mehrere PLMN Ids ausgestrahlt und dem Teilnehmerendgerat zur Auswahl gestellt. Mit dem 
erfindungsgemassen Verfahren ergibt sich die Moglichkeit, ein gemeinsames Funkzugangsnetz fur verschiedene Mobilfunkanbieter 
zuganglich zu machen, indem ein Mobilfunkteilnehmer aus mehreren abgestrahlten vorzugsweise PLMN Ids eine auswahlt und uber 
das zugehdrige Kernetz des ausgewMhlten Mobilfunkbetreibers Dienste (CS ode PS) in Anspruch nimmt. 



